
Druckmessumformer | Pressure Transducer 

PrimAtü 10

Die FSM AG entwickelt und produziert intelligente 
Elektronik. Wir unterstützen unsere Kunden mit 
elektronischen Produkten in den Disziplinen mobile 
Energieversorgung, Druckmesstechnik und Trafo-
sanfteinschalter. 
Unsere Produkte sind meist kundenspezifische  
Lösungen und werden Teil eines Endprodukts. So 
begegnet man der Technik von FSM recht häufig, 
ohne zu wissen, dass wesentliche Bestandteile des 
Endprodukts von uns stammen. 

FSM AG develops and produces intelligent  
electronics. We support our customers with electro-
nic products in the disciplines mobile energy supply, 
pressure measurement and transformer switching 
relays. 
Our products are mostly customized solutions 
and become part of a final product. Therefore one  
encounters the technology  of FSM quite often  
without knowing that major components of the final 
product originate from us.

Technische Daten
Technical data

Messbereich (frei wählbar)
Measurement range (freely 
selectable)

0 ... 0,5 - 1000 hPa
unidirectional /  
bidirectional

Wählbare Einheiten  
Choice of units

hPa, Pa, mbar, psi

Gesamtgenauigkeit (v. EW) 
Overall accuracy (FS)

1 % 
(0,5 % optional)

Langzeitstabilität (v. EW / Jahr)
Long-term stability (FS / year)

≤ 0,3 % 

Temperaturdrift (v. EW / K)  
Temperature drift (FS / K) 

≤ 0,03 %

Versorgungsspannung 
Supply voltage 

24 VDC / VAC
230 VAC

Ausgangssignal 
Output signal

0 - 10 V
0 - 20 mA 
4 - 20 mA

Option 
Option

LCD Display
Digital Interface RS485 
(Modbus)

Schutzklasse 
Protection class

IP65

Montage 
Installation

Hutschiene /  
Verschraubung
Top-hat rail /  
Threaded fittings

Kabeldurchführung 
Cable gland

1 x M16 x 1,5 mm

1 x M16 x 1,5 mm + 
1 x M12 x 1,5 mm

2 x M12 x 1,5 mm

3 x M12 x 1,5 mm

Zeitkonstante 
Time constant

50 - 4000 ms
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Der Druckmessumformer PrimAtü 10 reagiert äußerst 
sensibel auf kleinste Differenzdrücke, kommuniziert 
über Schnittstellen mit übergeordneten Steuerungen 
und passt sich fl exibel an Ihre Anforderungen an. Fle-
xibel bedeutet, dass Sie den Messbereich, die Einheit,  
das Ausgangssignal, die Versorgungsspannung und die 
Montageart Ihrer Anwendung entsprechend wählen kön-
nen - und das zu einem attraktiven Preis. Über einen Tas-
tendruck können Sie Nullpunkt- und Amplitudenabwei-
chungen bequem korrigieren. Durch das mitgelieferte 
Montagezubehör, den arretierbaren Deckel, die monta-
gefreundlichen Federzug-Klemmen und den großzügigen 
Klemmraum kann der PrimAtü 10 besonders komfortabel 
montiert und in Betrieb genommen werden.

The pressure transducer PrimAtü 10 reacts extremely 
sensitively to low differential pressures, communicates 
via interfaces with higher-level controllers and adapts 
fl exibly to your requirements. It allows you to choose the 
measurement range, unit, output signal, supply voltage 
and type of mounting to suit your needs – and all this at 
an attractive price. Zero point and amplitude deviations 
can be corrected conveniently at the press of a button. 
The PrimAtü 10 can easily be installed and commissioned 
due to the included mounting accessories, lockable co-
ver, spring-loaded terminals and ample space in the ter-
minal compartment.

PrimAtü 10
Der neue Druckmessumformer aus dem Schwarzwald
The new pressure transducer from the Black Forest

Hochgenau
Highly accurate

Schnelle Lieferzeit
Fast delivery

Attraktiver Preis
Affordable

IP65 Schutzart
Protection class

Montagefreundlich
Easy to install

Kommunikativ 
Communicative

Sensibel
Sensitive

Flexibel konfi gurierbar
Flexible confi guration


